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5 3/4" FOR TYPES Il & IV __— G POLE BASE N,
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EprNSDN FACE OF CURB " PAVEMENT EDGE THREADED
JOINT BETWEEN TO FACE OF POLE| ™~ " 8" ON UPPER END AND HOT
FOUNDATION ~Jiz R | 127 RN BLOPE 1/4 2 DIP GALV. 1" TO 4" BEYOND
AND ADJACENT A e L /_ THREADS (TYP.).
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: = ANCHOR BOLTS FOR POLE
% 9> BASE SHALL BE 4 — 1 1/4" ¢
e e x 48" FOR 8 OR 4 — 1 3/4" ¢
g 7(_\ 28 x 90" FOR 12" GALV. STEEL
R ( . WITH 6" L BEND. EACH BOLT
1. N | N SHALL HAVE TWO GALV. STEEL
. - HEX NUTS AND WASHERS.
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§< ' i Y% G LONGITUDINAL CONDUIT
n . 7 ”
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-
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© v NO. 4 TIE BAR, 4 REQUIRED
) EACH BASE.
la.
" é 4 , 6 NO. 6 HOOKED REINF. BARS
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0 / ALL GROUND RODS SHALL BE
4 DRIVEN ON RIGHT SIDE OF POLE
x < , BASES FACING THE ROADWAY.
£ GROUND RODS SHALL BE PLACED
. >< _ e NO CLOSER THAN 12" TO THE
< p ] OUTSIDE EDGE OF THE POLE
© >7< _ / | BASE AND 3'—0", MINIMUM
9 B e UNDERGROUND.
9 / CLASS "D" CONCRETE
47 NOTE: SEE SHEET NO. 22
- FOR SECTION A—A
e _ >< DETAIL AND NO. 6
A w \XL j | BAR DETAIL.
>/4 a4 Lo . .
. g a _ 6" TO 8 FOR
4 - - 12" POLES ONLY
d . : 7
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POLE BASE * Q/)g/ — /Q/ )gx REVISIONS STANDARDS FOR
STREET LIGHTING
DETAILS POLE BASE
2'-6"_FOR 8" POLES DETAILS
3'-0" FOR 12" POLES
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